
ALL PLANS FOR CONNECTION TO TIlE CI1Y OF KINGSTON WATER SUPPLY MUST
BE REVIEWED.ANDAPPROVEDDIRECILY BY TIlE WATER DEPARTMENT. PLEASE
SUBMlTPLANS SHOWING TIlE PROJECT'SWATER SUPPLY DETAILS TO
SUPERINTENDENT JUDITH HANSEN, PO BOX 1537,KINGSTON, NY 12402(pHONE: 845
331-0175;FAX: 845340-9209,EMAIL: ihansen@ci.1dn~ton.ny.us). THE FOLLOWING
GUIDELINES HAVEBEEN PROVIDEDTO ASSISTYOU IN TIllS PROCESS:

KingstonWater Department
SitePlan Guidelines

1. AUmains shallbe eight (8)mch class52cement-tmedductile iron pipe and shan be installed
in accordancewith AWWA specificationC-600.

2. Hydrants must conformto AWWA specificationC-502and shan be identical to the make
and model currentlym use by the Department. AIlhydrants must be open right. The supply
line to the hydrant is not to be lessthan six (6)mchesm diameter and must have a six (6)
inC;hdiameteropen dghtgate valveinstalledon the hydrant connection. The setting of
hydrants shouldconformto AWWA specificationC-600and their placementshould be
under the directionof the KingstonFireDepartment

3. AUgate valvesmust be openright and shallconform to AWWA specificationC-55.

4. Connectionsto the existingsupplymains of this Departmentare to be made onlyby the
Kingstf?nWaterDepartment.

S. ReducedPressureZone (RPZ)backtlowpreventiopdevicesmust be installedon the services
of an newlyconstructedcommercialbuildingsand may be requiredon other construction. H
required, an applicationmust be submittedto this Department Followingour review, the
applicationwinbe forwardedto the UlsterCounty Health Department for final approval.
An RPZ devicesmust be inStalledafter the meter.

6. Fire protection lines, if required, shan not be metered, but must be installed in accordance
with established practice.

7. An newly iDst8nedmaiDs must be hydrostaticaJ1y tested to a pressure of ISOpsi and the tests
shan be subject to the approval of the Superintendent of the Kingston Water Department
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The owner of the propertyto be servicedshaHsupplyequipment and all necessarylabor
required for the test A standard procedurefor the hydrostatictestingof the new mains may
be obtainedfromtheDepartment. .

8. The disinfection and microbiological analysis of the water mains shall be done in accordance
with AWW A standard C-6S1 and shall be approved by the Superintendent of the
Department before the main is placed in service.

9. AU curb stops shall be open right.

10. AU curb stops and colpOrations shall conform to the type and manufacturer CU11'endyin use
by the Department.

II. AUservicelateralsshallbe typeK copper or, if greaterthan 3 inches in diameter shan be
class S2 cement-linedductile iron pipe.

12. All pertinent roles and regulationsof the KingstonWater Department now establishedor as
may be amendedshall apply to this service.
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